
For Lease: EIA Polaris Centre

State of the Art Facility in a Strategic Location 
Warehouse / Distribution / Office Facility

4818 31 Street E, Edmonton, AB

https://www.collierscanada.com/en-ca/properties


HOME LOCATION PROPERTY INDUSTRIAL OFFICE SPECIALIZED CONTACT

EIA Polaris Centre is located at the Edmonton International Airport 
approximately 3 minutes off Highway 2 (the primary road connecting
Edmonton - Red Deer - Calgary). This strategic location offers exceptional 
speed-to-market for goods and services, and agility in supplying to both
domestic and international markets.  

The Edmonton International Airport has been getting significant 
recognition as a major cargo hub.  Edmonton is the closest major city 
to the Port of Prince Rupert, which is slated to become the 2nd largest 
container port in Canada, and is the closest North American port to Asian 
manufacturing centres.  Edmonton’s connectivity to rail, roadways, and 
air infrastructure give Edmonton a competitive advantage.  

•	 18 minutes south of the CP Railway Edmonton Intermodal Terminal
•	 3 minutes from the Edmonton International Airport and 2.5 hours north 

of the Calgary International Airport
•	 1 day drive from the Port of Vancouver & Port of Prince Rupert

The Edmonton International Airport is Canada’s fifth-busiest airport by 
passenger traffic, and is home to what is known as “Airport City” - a thriving 
community with dozens of services and amenities travellers and local residents 
can enjoy.

Current on-site amenities include Costco Wholesale, Premium Outlet 
Collection YEG, Century Mile Racetrack and Casino, RedTail Landing Golf 
Club, and the Renaissance Edmonton Airport Hotel - the only 4 Diamond, 
Renaissance branded hotel in the world connected directly to an airport.
The dedicated On-Airport Transit shuttle bus can be utilized to get from
place to place. New hotels, shops and other amenities will continue to be
added in the future.
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HOME LOCATION PROPERTY INDUSTRIAL OFFICE SPECIALIZED CONTACT

Property Highlights

Address 4818 31 Street E, Edmonton International Airport (YEG), AB 

Area Entire building is 322,411 SF on 15.68 acres

Zoning Light Industrial

Year Built 2019

Parking 486 surface parking stalls
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The EIA Polaris Centre is a state-of-the art facility built by Dawson Wallace in 2019 and 
includes a multitude of opportunities for a wide range of users, including but not limited 
to: office, medical, food grade, warehouse/distribution, lab, processing, irradiation 
and others. 

Some of the highlights of EIA Polaris Centre include exceptional construction, with over 
320,000 square feet on 15.68 acres of leased land located at the Edmonton International 
Airport.  Quality of construction is apparent the moment you set foot into EIA Polaris 
Centre.   The Property includes two floors of office totaling approximately 66,000 square 
feet (fully furnished with high end furnishings); multiple warehouse areas totaling 
nearly 200,000 square feet, with up to 38’ clear ceiling height; and portion temperature 
controlled; multiple processing bays suitable for food grade processing, medical, 
including extensive HVAC in place, lab space, elevator, generator, and lastly 30,000 square 
foot area, built at the north end of the facility, equipped with separate power service, and 
intended to be used as an irradiation facility.  Other features include generator, building 
management system, with swipe card access throughout.

The site is fully paved with heavy duty asphalt in truck court, concrete pad at loading 
doors, fully landscaped, perimeter lighting, including building lighting, site is also  fully 
fenced with chain link w/3 strand barb wire. 
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NEW TRANSFORMERS ON STEEL RACK.
REFER TO ELECTRICAL DRAWINGS

EXISTING WALL ASSEMBLIES
EXISTING EXTERIOR INSULATED METAL PANEL WALL

64 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

CONSTRUCTION LEGEND
XW1

EXISTING FURRING WALL
16 mm GYPSUM BOARD
64 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF3

EXISTING INTERIOR INSULATED METAL PANEL WALL 
102 mm INSULATED METAL PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP3

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP6

EXISTING FURRING WALL
16 mm GYPSUM BOARD
41 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF2

EXISTING FURRING WALL
16 mm GYPSUM BOARD
22 mm STEEL HAT CHANNEL

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF1

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP8

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP11

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP13

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP15

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP24

EXISTING EXTERIOR INSULATED METAL PANEL WALL
102 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

XW2

NEW WALL ASSEMBLIES
INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING

PT1

INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm  KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION, SECURED TO STRUCTURAL STEEL FRAMING
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING.
IMP WALL AND CEILING ASSEMBLY TO BE AIRTIGHT,
ACOUSTICAL SEALANT TO U/S FLOOR AND CELING TRACK

PT2

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT3

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4

EXISTING INTERIOR PARTITION WALL - 2 HR F.R.R.
190 mm CONCRETE BLOCK

NOTE: WALLS TO EXTEND FROM FLOOR TO 3000 mm A.F.F.

XP18

NOTE: PROVIDE DEEP DEFLECTION TRACK c/w SLIP JOINT TO WALLS EXTENDING 
FLOOR TO FLOOR / FLOOR TO ROOF

NOTE: FIRE STOPPING MATERIAL INSTALLED AT ALL FIRE-SEPARATIONS AND AT 
ALL PENETRATIONS THROUGH FIRE RATED ASSEMBLIES

NEW CEILING ASSEMBLIES
INSULATED METAL PANEL CEILING
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, HORIZONTAL INSTALLATION,
TUFF-T CEILING SUPPORT SYSTEM (AS REQUIRED),
SUPPORTED FROM PERIMETER WALLS,
DEPTH TO BE ENGINEERED BY SANDWICH PANEL SUPPLIER
BASED ON PANEL SPAN
COLOUR AND PROFILE TO MATCH EXISTING

C1

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED ACOUSTIC T-BAR SYSTEM
MINERAL FIBER INLAY PANEL
FINISH TO MATCH EXISTING

C2

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL

WALL LEGEND

EXISTING FURRING WALL
16 mm GYPSUM BOARD
152 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF5

INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm DIAMOND BOARD (TILE FINISH) TO 1260 mm A.F.F. /
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL ABOVE

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT5

INDICATES ACOUSTICALLY INSULATED WALL

INTERIOR PARTITION WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4a

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD
AIRSPACE

NOTE: FURRING WALL TO INFILL WINDOW OPENING. MAINTAIN MINIMUM 2" 
AIRSPACE BETWEEN BATT INUSLATION AND GLAZING. OPAQUE FILM 
APPLIED TO INTERIOR FACE OF GLAZING

PT3a

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED SHEETROCK CLIMAPLUS PANEL 
c/w CGC CE 1-1/2" EXPOSED GASKET HEAVY DUTY GRID SYSTEM, INCLUDING 
TRACK SYSTEM, WALL MOULDING AND HOLD DOWN CLIPS.

C3

SUSPENDED GYPSUM CEILING SYSTEM
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
COLOUR TO MATCH EXISTING

C4

INTERIOR PARTITION WALL INFILL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL INFILL

NOTE: FIBEROCK AQAUTOUGH PANEL INFILL TO REPLACE GYPSUM BOARD 
REMOVED DURING DEMOLITION.
TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT6

INTERIOR FURRING WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
140 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
64 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7a

2 HR FIRE RATED ROLLING 
SHUTTER DOOR

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

INDICATES NEW STEEL STUD WALL

INDICATES NEW IMP WALL

SYMBOL LEGEND

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL
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ENLARGED MAIN
FLOOR PLAN - NEW
CONSTRUCTION

A-3.0

1 : 200A-3.0
1 ENLARGED MAIN FLOOR PLAN - NEW

1 : 400A-3.0
2 ENLARGED MAIN FLOOR KEY PLAN - NEW WALLS



HOME LOCATION PROPERTY INDUSTRIAL OFFICE SPECIALIZED CONTACT

Warehouse Areas
Areas ±215,204 SF

Lighting LED in warehouse

Sprinkler ESFR

Electrical Main (South): 3000 amps, 600 volt, 3 phase, 4 wire
Secondary (North): 1200 amps, 600 volt, 3 phase, 4 wire

Parking 486 surface parking salls

HVAC (9) Trane make up air units

Generator Cummins Heavy-Duty Diesel Engine (500 kW) Rugged 
4-cycle

Multiple demising options 
available & can be 

combined with office &/
or specialized areas.

Rates based on areas 
occupied - Please inquire

Area: Warehouse 1:
±71,000 SF

Warehouse 2:
±36,300 SF

Warehouse 3:
±72,975 SF

Warehouse 4:
±34,929 SF

Features: Forklift charging station 
& shop area

Temperature controlled
Racking can be included Slab not poured yet 

Auralux 29,659 SF 
+ 5,270 SF (service 

platform)

Loading:
(2) 14’x16’ ramped 

grade, (6) 9’x10’ dock 
doors w/levelers

9’x10’ dock doors w/
levelers

(4) 9’x10’ dock doors w/ 
levelers

(3) 14’x16’ grade & (2) 
dock w/ levelers

Ceiling: Up to 38’ clear Up to 38’ clear Up to 38’ clear ±24’

Electrical Main (South): 
3000 amps, 600 volt, 3 phase, 4 wire

Separate service of
1200 Amp / 600 Volt 

(TBV by Tenant)
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MAIN FLOOR

MAIN FLOOR

FLOOR AND ROOF PLAN LEGEND

CR

NOTE: FIRE RESISTANCE RATINGS AT EXTERIOR WALLS ARE NOT REQUIRED 
TO BE FIRE SEPARATIONS

0 HOUR FIRE-RESISTANCE

1 HOUR FIRE-RESISTANCE

2 HOUR FIRE-RESISTANCE

CARD READER MOUNTED AT 1200 AFF

RD ROOF DRAIN

PB PUSH BUTTON MOUNTED AT 1200 AFF

FLOOR DRAIN

3 HOUR FIRE-RESISTANCE
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780 729 1580

780 469 4219 780 469 4839

780-429-4990

DIALOG
100 - 10237 104 STREET
EDMONTON, AB T5J 1B1

DIALOG
100 - 10237 104 STREET
EDMONTON, AB T5J 1B1

PROTOSTATIX ENGINEERING CONSULTANTS
500 - 10410 102 AVENUE
EDMONTON, AB T5J 0E9

DIALOG
100 - 10237 104 STREET
EDMONTON, AB T5J 1B1

ENER-PHASE SOLUTIONS
109, 4615 - 112 AVENUE SE
CALGARY, AB T2C 5J3

PRISM ENGINEERING INC.
200 - 4167 97 STREET
EDMONTON, AB T6E 6E9

EDA PLANNING + URBAN DESIGN
5307 47 STREET
EDMONTON, AB T6B 3T4

780 429 2848

TRUE 
NORTH

PROJECT 
NORTH

SCALE: 1 : 100A2.01
MAIN FLOOR PLAN1

FLOOR AND ROOF PLAN KEYNOTES
201 GALVANIZED STEEL GRATE STAIRS C/W STEEL PIPE GUARDRAIL
202 STRUCTURAL CROSS BRACING
203 152mm DIA. CONCRETE-FILLED STEEL PIPE BOLLARD AT EACH SIDE OF

O/H GRADE DOORS (BOTH INTERIOR AND EXTERIOR SIDE OF DOOR)
204 ROOF ACCESS HATCH W/ SHIPS LADDER. COORDINATE LOCATION OF

HATCH AND LADDER W/ PARTITION ASSEMBLY BELOW.
205 OVERFLOW SCUPPER
206 PRE-CAST CONCRETE ROOF PAVERS
207 MECHANICAL GAS METER, LOCATION TIGHT TO THE COLUMN
208 RECESSED ENTRY MAT
209 MECHANICAL EQUIPMENT
210 OPERABLE DOOR LEAF
211 RAIN WATER LEADER - REFER TO MECHANICAL DRAWINGS
212 CONCRETE SPLASHPAD
213 REMOVABLE OPERABLE GUARD RAIL
214 STRUCTURAL COLUMN
215 CONVEYOR BELT (N.I.C.)
216 RECESSED CONCRETE TRENCH. REFER TO BUILDING SECTIONS (4.03 -

4.08) FOR TRENCH DEPTH AND DIMENSIONS. COORDINATE WITH
STRUCTURAL FOR CONSTRUCTION

217 65mm STAINLESS STEEL EMBEDDED CONCRETE PIPE SLEEVE C/W PN10
DN50 FLANGES

218 STAINLESS STEEL OZONE STACK EXTENDING 4500mm ABOVE ROOF
219 FORMED-IN-PLACE OZONE STACK
220 RECESSED HEAVY DUTY STEEL CHECKER COVER PLATE FOR TRENCH.

VERIFY DIMENSIONS PRIOR TO ORDERING/FABRICATION
221 RECESSED HEAVY DUTY STAINLESS STEEL CHECKER COVER PLATE FOR

TRENCH IN TREATMENT AREA ONLY (RM 126). VERIFY DIMENSIONS
PRIOR TO ORDERING/FABRICATION

222 CAST IN PLACE ANCHOR POINT FOR WINCH LOAD OF 11 TONS.
CENTERED ON FUTURE BLOCK OPENING AT 500mm A.F.F

223 150mm STAINLESS STEEL EMBED PIPE, REFER TO DETAIL 16/A6.13
224 MODIFY ROOD CURB TO ACCOMMODATE REVISED MECHANICAL RTU
225 FLOOR DRAIN - REFER TO MECHANICAL DRAWINGS
226 PLUMBING CLEANOUT - REFER TO MECHANICAL DRAWINGS
227

INTERIOR FURRING ASSEMBLIES
F1A - 16mm GYPSUM BOARD

- 22mm FURRING CHANNEL

TO 305mm ABOVE CEILING
F1B - 16mm GYPSUM BOARD

- 22mm FURRING CHANNEL

TO T/O SECOND FLOOR
F2A - 16mm GYPSUM BOARD

- 41mm ENGINEERED METAL STUD FRAMING

TO 305mm ABOVE CEILING
F3A - 16mm GYPSUM BOARD

- 92mm ENGINEERED METAL STUD FRAMING

TO 305mm ABOVE CEILING

INTERIOR PARTITION ASSEMBLIES
P1A - 16mm GYPSUM BOARD

- 92mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- 16mm GYPSUM BOARD

TO 305mm ABOVE CEILING
P2A 1 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 152mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD

TO U/S OF DECK
P2C - 16mm GYPSUM BOARD

- 152mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- 16mm GYPSUM BOARD

TO U/S OF DECK
P2D - 16mm GYPSUM BOARD

- 152mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- 16mm GYPSUM BOARD

TO 305mm ABOVE CEILING
P2F 2 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 152mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD

TO 305mm ABOVE CEILING
P2G 2 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 152mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD

TO U/S OF DECK
P2H - 16mm GYPSUM BOARD

- 16mm GYPSUM BOARD
- 152mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- 16mm GYPSUM BOARD

TO U/S OF DECK
P3A 1 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 203mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD

TO U/S OF DECK
P3B - 16mm GYPSUM BOARD

- 203mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE GYPSUM BOARD

TO U/S OF DECK
P4 FUTURE WALL

3 HOUR FIRE RESISTANCE REQUIRED

- 10 COURSES OF 190mm SOLID BLOCK
CONCRETE MASONRY UNIT (RUNNING BOND)

P5 - STRUCTURAL CONCRETE
REFER TO PLANS FOR DETAILS

P6A 3 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 41mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD

TO 305mm ABOVE CEILING

P13A 1 HOUR FIRE RESISTANCE RATING REQUIRED

- 16mm 'TYPE X' GYPSUM BOARD
- 203mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BATT INSULATION
- 16mm 'TYPE X' GYPSUM BOARD

TO U/S OF DECK

EXTERIOR WALL ASSEMBLIES
W1 - 64mm INSULATED METAL WALL PANEL

- STRUCTURAL STEEL SUPPORT FRAME
W2 - 57mm PRE-FINISHED COMPOSITE PANEL-ALUMINUM SYSTEM

- 22mm FURRING CHANNEL
- 64mm INSULATED METAL WALL PANEL W/ 25mm INTERGRATED FURRING
- STRUCTURAL STEEL SUPPORT FRAME

W3 - 57mm PRE-FINISHED COMPOSITE PANEL-ALUMINUM SYSTEM
- AIR BARRIER MEMBRANE
- 13mm PLYWOOD SHEATHING
- 92mm ENGINEERED METAL STUD FRAMING
- VOID FRAMING (REFER TO SECTION DETAILS)
- 64mm INSULATED METAL WALL PANEL
- STRUCTURAL STEEL SUPPORT FRAME

W4 - 90mm MASONRY VENEER
- 25mm AIRSPACE
- AIR BARRIER
- 13mm GYPSUM SHEATHING
- 203mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- VAPOUR RETARDER MEMBRANE

1 2019-04-08 DP REVISION
2 2019-05-13 SHELL BID
3 2019-10-10 CRA #62 - Facade value engineering
4 2019-11-18 CRA #62 R1 - Facade value engineering

revision
5 2020-02-26 CRA #78 - Shield Vault
6 2020-03-02 CRA #80 - Shield Vault Revisions
7 2020-03-03 Shield Vault Building Permit Revision
8 2020-07-20 CRA #81 - Ozone Stack Relocation
9 2020-08-04 CRA #83 - Interior Value Engineering

Revision
10 2020-08-12 ISSUED FOR INFORMATION
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NOTE: FIRE RESISTANCE RATINGS AT EXTERIOR WALLS ARE NOT REQUIRED 
TO BE FIRE SEPARATIONS
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NEW TRANSFORMERS ON STEEL RACK.
REFER TO ELECTRICAL DRAWINGS

EXISTING WALL ASSEMBLIES
EXISTING EXTERIOR INSULATED METAL PANEL WALL

64 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

CONSTRUCTION LEGEND
XW1

EXISTING FURRING WALL
16 mm GYPSUM BOARD
64 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF3

EXISTING INTERIOR INSULATED METAL PANEL WALL 
102 mm INSULATED METAL PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP3

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP6

EXISTING FURRING WALL
16 mm GYPSUM BOARD
41 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF2

EXISTING FURRING WALL
16 mm GYPSUM BOARD
22 mm STEEL HAT CHANNEL

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF1

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP8

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP11

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP13

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP15

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP24

EXISTING EXTERIOR INSULATED METAL PANEL WALL
102 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

XW2

NEW WALL ASSEMBLIES
INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING

PT1

INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm  KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION, SECURED TO STRUCTURAL STEEL FRAMING
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING.
IMP WALL AND CEILING ASSEMBLY TO BE AIRTIGHT,
ACOUSTICAL SEALANT TO U/S FLOOR AND CELING TRACK

PT2

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT3

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4

EXISTING INTERIOR PARTITION WALL - 2 HR F.R.R.
190 mm CONCRETE BLOCK

NOTE: WALLS TO EXTEND FROM FLOOR TO 3000 mm A.F.F.

XP18

NOTE: PROVIDE DEEP DEFLECTION TRACK c/w SLIP JOINT TO WALLS EXTENDING 
FLOOR TO FLOOR / FLOOR TO ROOF

NOTE: FIRE STOPPING MATERIAL INSTALLED AT ALL FIRE-SEPARATIONS AND AT 
ALL PENETRATIONS THROUGH FIRE RATED ASSEMBLIES

NEW CEILING ASSEMBLIES
INSULATED METAL PANEL CEILING
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, HORIZONTAL INSTALLATION,
TUFF-T CEILING SUPPORT SYSTEM (AS REQUIRED),
SUPPORTED FROM PERIMETER WALLS,
DEPTH TO BE ENGINEERED BY SANDWICH PANEL SUPPLIER
BASED ON PANEL SPAN
COLOUR AND PROFILE TO MATCH EXISTING

C1

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED ACOUSTIC T-BAR SYSTEM
MINERAL FIBER INLAY PANEL
FINISH TO MATCH EXISTING

C2

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL

WALL LEGEND

EXISTING FURRING WALL
16 mm GYPSUM BOARD
152 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF5

INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm DIAMOND BOARD (TILE FINISH) TO 1260 mm A.F.F. /
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL ABOVE

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT5

INDICATES ACOUSTICALLY INSULATED WALL

INTERIOR PARTITION WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4a

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD
AIRSPACE

NOTE: FURRING WALL TO INFILL WINDOW OPENING. MAINTAIN MINIMUM 2" 
AIRSPACE BETWEEN BATT INUSLATION AND GLAZING. OPAQUE FILM 
APPLIED TO INTERIOR FACE OF GLAZING

PT3a

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED SHEETROCK CLIMAPLUS PANEL 
c/w CGC CE 1-1/2" EXPOSED GASKET HEAVY DUTY GRID SYSTEM, INCLUDING 
TRACK SYSTEM, WALL MOULDING AND HOLD DOWN CLIPS.

C3

SUSPENDED GYPSUM CEILING SYSTEM
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
COLOUR TO MATCH EXISTING

C4

INTERIOR PARTITION WALL INFILL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL INFILL

NOTE: FIBEROCK AQAUTOUGH PANEL INFILL TO REPLACE GYPSUM BOARD 
REMOVED DURING DEMOLITION.
TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT6

INTERIOR FURRING WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
140 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
64 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7a

2 HR FIRE RATED ROLLING 
SHUTTER DOOR

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

INDICATES NEW STEEL STUD WALL

INDICATES NEW IMP WALL

SYMBOL LEGEND

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL
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NEW TRANSFORMERS ON STEEL RACK.
REFER TO ELECTRICAL DRAWINGS

EXISTING WALL ASSEMBLIES
EXISTING EXTERIOR INSULATED METAL PANEL WALL

64 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

CONSTRUCTION LEGEND
XW1

EXISTING FURRING WALL
16 mm GYPSUM BOARD
64 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF3

EXISTING INTERIOR INSULATED METAL PANEL WALL 
102 mm INSULATED METAL PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP3

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP6

EXISTING FURRING WALL
16 mm GYPSUM BOARD
41 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF2

EXISTING FURRING WALL
16 mm GYPSUM BOARD
22 mm STEEL HAT CHANNEL

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF1

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP8

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP11

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP13

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP15

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP24

EXISTING EXTERIOR INSULATED METAL PANEL WALL
102 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

XW2

NEW WALL ASSEMBLIES
INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING

PT1

INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm  KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION, SECURED TO STRUCTURAL STEEL FRAMING
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING.
IMP WALL AND CEILING ASSEMBLY TO BE AIRTIGHT,
ACOUSTICAL SEALANT TO U/S FLOOR AND CELING TRACK

PT2

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT3

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4

EXISTING INTERIOR PARTITION WALL - 2 HR F.R.R.
190 mm CONCRETE BLOCK

NOTE: WALLS TO EXTEND FROM FLOOR TO 3000 mm A.F.F.

XP18

NOTE: PROVIDE DEEP DEFLECTION TRACK c/w SLIP JOINT TO WALLS EXTENDING 
FLOOR TO FLOOR / FLOOR TO ROOF

NOTE: FIRE STOPPING MATERIAL INSTALLED AT ALL FIRE-SEPARATIONS AND AT 
ALL PENETRATIONS THROUGH FIRE RATED ASSEMBLIES

NEW CEILING ASSEMBLIES
INSULATED METAL PANEL CEILING
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, HORIZONTAL INSTALLATION,
TUFF-T CEILING SUPPORT SYSTEM (AS REQUIRED),
SUPPORTED FROM PERIMETER WALLS,
DEPTH TO BE ENGINEERED BY SANDWICH PANEL SUPPLIER
BASED ON PANEL SPAN
COLOUR AND PROFILE TO MATCH EXISTING

C1

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED ACOUSTIC T-BAR SYSTEM
MINERAL FIBER INLAY PANEL
FINISH TO MATCH EXISTING

C2

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL

WALL LEGEND

EXISTING FURRING WALL
16 mm GYPSUM BOARD
152 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF5

INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm DIAMOND BOARD (TILE FINISH) TO 1260 mm A.F.F. /
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL ABOVE

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT5

INDICATES ACOUSTICALLY INSULATED WALL

INTERIOR PARTITION WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4a

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD
AIRSPACE

NOTE: FURRING WALL TO INFILL WINDOW OPENING. MAINTAIN MINIMUM 2" 
AIRSPACE BETWEEN BATT INUSLATION AND GLAZING. OPAQUE FILM 
APPLIED TO INTERIOR FACE OF GLAZING

PT3a

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED SHEETROCK CLIMAPLUS PANEL 
c/w CGC CE 1-1/2" EXPOSED GASKET HEAVY DUTY GRID SYSTEM, INCLUDING 
TRACK SYSTEM, WALL MOULDING AND HOLD DOWN CLIPS.

C3

SUSPENDED GYPSUM CEILING SYSTEM
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
COLOUR TO MATCH EXISTING

C4

INTERIOR PARTITION WALL INFILL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL INFILL

NOTE: FIBEROCK AQAUTOUGH PANEL INFILL TO REPLACE GYPSUM BOARD 
REMOVED DURING DEMOLITION.
TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT6

INTERIOR FURRING WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
140 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
64 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7a

2 HR FIRE RATED ROLLING 
SHUTTER DOOR

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

INDICATES NEW STEEL STUD WALL

INDICATES NEW IMP WALL

SYMBOL LEGEND

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL
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HOME LOCATION PROPERTY INDUSTRIAL OFFICE SPECIALIZED CONTACT
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MEZZ 2ND FLOOR 
[17,838 SF]

Capacity
•	5 Offices
•	128 Workstations
•	10 Hotel Stations

Collaboration
•	4 Meeting Rooms 
•	2 Phone Booth Rooms
•	4 Open Collaboration 
Stations

Amenities
•	1 Lunch Areas
•	1 Stationary Areas

Capacity
•	10 Offices
•	52 Workstations

Collaboration
•	4 Meeting Rooms 
•	4 Phone Booth Rooms
•	3 Open Collaboration 
Stations

Amenities
•	2 Lunch Areas
•	2 Stationary Areas

METRO OFFICE [10,000 SF]

Capacity
•	9 Offices

Collaboration
•	1 Meeting Rooms 

Amenities
•	2 Lunch Areas
•	2 Locker Room Areas

Multiple demising 
options available & 
can be combined 

with industrial &/or 
specialized areas

SECOND FLOOR
[18,148 SF]

Capacity
•	25 Offices
•	87 Workstations

Collaboration
•	9 Meeting Rooms 
•	4 Phone Booth Rooms
•	3 Open Collaboration 
Stations

Amenities
•	1 Lunch Areas
•	2 Stationary Areas
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P105a
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ROOM 1

P125

ROOMS TO 
BE AIRTIGHT
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EXIT 
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EXIT
CORRIDOR

P115f
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ONLY
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UP

NEW PIVOTING SHIPLADDER 
TO T/O 3172 mm A.F.F. 

EXIT 
ONLY

EXIT 
ONLY

EXIT 
ONLY

NEW TRANSFORMERS ON STEEL RACK.
REFER TO ELECTRICAL DRAWINGS

EXISTING WALL ASSEMBLIES
EXISTING EXTERIOR INSULATED METAL PANEL WALL

64 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

CONSTRUCTION LEGEND
XW1

EXISTING FURRING WALL
16 mm GYPSUM BOARD
64 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF3

EXISTING INTERIOR INSULATED METAL PANEL WALL 
102 mm INSULATED METAL PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP3

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP6

EXISTING FURRING WALL
16 mm GYPSUM BOARD
41 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF2

EXISTING FURRING WALL
16 mm GYPSUM BOARD
22 mm STEEL HAT CHANNEL

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF1

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP8

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP11

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP13

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP15

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP24

EXISTING EXTERIOR INSULATED METAL PANEL WALL
102 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

XW2

NEW WALL ASSEMBLIES
INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING

PT1

INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm  KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION, SECURED TO STRUCTURAL STEEL FRAMING
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING.
IMP WALL AND CEILING ASSEMBLY TO BE AIRTIGHT,
ACOUSTICAL SEALANT TO U/S FLOOR AND CELING TRACK

PT2

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT3

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4

EXISTING INTERIOR PARTITION WALL - 2 HR F.R.R.
190 mm CONCRETE BLOCK

NOTE: WALLS TO EXTEND FROM FLOOR TO 3000 mm A.F.F.

XP18

NOTE: PROVIDE DEEP DEFLECTION TRACK c/w SLIP JOINT TO WALLS EXTENDING 
FLOOR TO FLOOR / FLOOR TO ROOF

NOTE: FIRE STOPPING MATERIAL INSTALLED AT ALL FIRE-SEPARATIONS AND AT 
ALL PENETRATIONS THROUGH FIRE RATED ASSEMBLIES

NEW CEILING ASSEMBLIES
INSULATED METAL PANEL CEILING
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, HORIZONTAL INSTALLATION,
TUFF-T CEILING SUPPORT SYSTEM (AS REQUIRED),
SUPPORTED FROM PERIMETER WALLS,
DEPTH TO BE ENGINEERED BY SANDWICH PANEL SUPPLIER
BASED ON PANEL SPAN
COLOUR AND PROFILE TO MATCH EXISTING

C1

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED ACOUSTIC T-BAR SYSTEM
MINERAL FIBER INLAY PANEL
FINISH TO MATCH EXISTING

C2

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL

WALL LEGEND

EXISTING FURRING WALL
16 mm GYPSUM BOARD
152 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF5

INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm DIAMOND BOARD (TILE FINISH) TO 1260 mm A.F.F. /
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL ABOVE

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT5

INDICATES ACOUSTICALLY INSULATED WALL

INTERIOR PARTITION WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4a

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD
AIRSPACE

NOTE: FURRING WALL TO INFILL WINDOW OPENING. MAINTAIN MINIMUM 2" 
AIRSPACE BETWEEN BATT INUSLATION AND GLAZING. OPAQUE FILM 
APPLIED TO INTERIOR FACE OF GLAZING

PT3a

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED SHEETROCK CLIMAPLUS PANEL 
c/w CGC CE 1-1/2" EXPOSED GASKET HEAVY DUTY GRID SYSTEM, INCLUDING 
TRACK SYSTEM, WALL MOULDING AND HOLD DOWN CLIPS.

C3

SUSPENDED GYPSUM CEILING SYSTEM
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
COLOUR TO MATCH EXISTING

C4

INTERIOR PARTITION WALL INFILL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL INFILL

NOTE: FIBEROCK AQAUTOUGH PANEL INFILL TO REPLACE GYPSUM BOARD 
REMOVED DURING DEMOLITION.
TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT6

INTERIOR FURRING WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
140 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
64 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7a

2 HR FIRE RATED ROLLING 
SHUTTER DOOR

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

INDICATES NEW STEEL STUD WALL

INDICATES NEW IMP WALL

SYMBOL LEGEND

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL
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ENLARGED MAIN
FLOOR PLAN - NEW
CONSTRUCTION

A-3.0

1 : 200A-3.0
1 ENLARGED MAIN FLOOR PLAN - NEW

1 : 400A-3.0
2 ENLARGED MAIN FLOOR KEY PLAN - NEW WALLS
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DIALOG
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DIALOG
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DIALOG
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PRISM ENGINEERING INC.
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SCALE: 1 : 100A2.01
MAIN FLOOR PLAN1

FLOOR AND ROOF PLAN KEYNOTES
201 GALVANIZED STEEL GRATE STAIRS C/W STEEL PIPE GUARDRAIL
202 STRUCTURAL CROSS BRACING
203 152mm DIA. CONCRETE-FILLED STEEL PIPE BOLLARD AT EACH SIDE OF

O/H GRADE DOORS (BOTH INTERIOR AND EXTERIOR SIDE OF DOOR)
204 ROOF ACCESS HATCH W/ SHIPS LADDER. COORDINATE LOCATION OF

HATCH AND LADDER W/ PARTITION ASSEMBLY BELOW.
205 OVERFLOW SCUPPER
206 PRE-CAST CONCRETE ROOF PAVERS
207 MECHANICAL GAS METER, LOCATION TIGHT TO THE COLUMN
208 RECESSED ENTRY MAT
209 MECHANICAL EQUIPMENT
210 OPERABLE DOOR LEAF
211 RAIN WATER LEADER - REFER TO MECHANICAL DRAWINGS
212 CONCRETE SPLASHPAD
213 REMOVABLE OPERABLE GUARD RAIL
214 STRUCTURAL COLUMN
215 CONVEYOR BELT (N.I.C.)
216 RECESSED CONCRETE TRENCH. REFER TO BUILDING SECTIONS (4.03 -

4.08) FOR TRENCH DEPTH AND DIMENSIONS. COORDINATE WITH
STRUCTURAL FOR CONSTRUCTION

217 65mm STAINLESS STEEL EMBEDDED CONCRETE PIPE SLEEVE C/W PN10
DN50 FLANGES

218 STAINLESS STEEL OZONE STACK EXTENDING 4500mm ABOVE ROOF
219 FORMED-IN-PLACE OZONE STACK
220 RECESSED HEAVY DUTY STEEL CHECKER COVER PLATE FOR TRENCH.

VERIFY DIMENSIONS PRIOR TO ORDERING/FABRICATION
221 RECESSED HEAVY DUTY STAINLESS STEEL CHECKER COVER PLATE FOR

TRENCH IN TREATMENT AREA ONLY (RM 126). VERIFY DIMENSIONS
PRIOR TO ORDERING/FABRICATION

222 CAST IN PLACE ANCHOR POINT FOR WINCH LOAD OF 11 TONS.
CENTERED ON FUTURE BLOCK OPENING AT 500mm A.F.F

223 150mm STAINLESS STEEL EMBED PIPE, REFER TO DETAIL 16/A6.13
224 MODIFY ROOD CURB TO ACCOMMODATE REVISED MECHANICAL RTU
225 FLOOR DRAIN - REFER TO MECHANICAL DRAWINGS
226 PLUMBING CLEANOUT - REFER TO MECHANICAL DRAWINGS
227

INTERIOR FURRING ASSEMBLIES
F1A - 16mm GYPSUM BOARD

- 22mm FURRING CHANNEL

TO 305mm ABOVE CEILING
F1B - 16mm GYPSUM BOARD

- 22mm FURRING CHANNEL

TO T/O SECOND FLOOR
F2A - 16mm GYPSUM BOARD

- 41mm ENGINEERED METAL STUD FRAMING

TO 305mm ABOVE CEILING
F3A - 16mm GYPSUM BOARD

- 92mm ENGINEERED METAL STUD FRAMING

TO 305mm ABOVE CEILING

INTERIOR PARTITION ASSEMBLIES
P1A - 16mm GYPSUM BOARD

- 92mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- 16mm GYPSUM BOARD

TO 305mm ABOVE CEILING
P2A 1 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 152mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD

TO U/S OF DECK
P2C - 16mm GYPSUM BOARD

- 152mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- 16mm GYPSUM BOARD

TO U/S OF DECK
P2D - 16mm GYPSUM BOARD

- 152mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- 16mm GYPSUM BOARD

TO 305mm ABOVE CEILING
P2F 2 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 152mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD

TO 305mm ABOVE CEILING
P2G 2 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 152mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD

TO U/S OF DECK
P2H - 16mm GYPSUM BOARD

- 16mm GYPSUM BOARD
- 152mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- 16mm GYPSUM BOARD

TO U/S OF DECK
P3A 1 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 203mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD

TO U/S OF DECK
P3B - 16mm GYPSUM BOARD

- 203mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE GYPSUM BOARD

TO U/S OF DECK
P4 FUTURE WALL

3 HOUR FIRE RESISTANCE REQUIRED

- 10 COURSES OF 190mm SOLID BLOCK
CONCRETE MASONRY UNIT (RUNNING BOND)

P5 - STRUCTURAL CONCRETE
REFER TO PLANS FOR DETAILS

P6A 3 HOUR FIRE-RESISTANCE REQUIRED

- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 41mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BLANKET INSULATION
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD
- 16mm TYPE 'X' GYPSUM BOARD

TO 305mm ABOVE CEILING

P13A 1 HOUR FIRE RESISTANCE RATING REQUIRED

- 16mm 'TYPE X' GYPSUM BOARD
- 203mm ENGINEERED METAL STUD FRAMING
- MINERAL FIBRE BATT INSULATION
- 16mm 'TYPE X' GYPSUM BOARD

TO U/S OF DECK

EXTERIOR WALL ASSEMBLIES
W1 - 64mm INSULATED METAL WALL PANEL

- STRUCTURAL STEEL SUPPORT FRAME
W2 - 57mm PRE-FINISHED COMPOSITE PANEL-ALUMINUM SYSTEM

- 22mm FURRING CHANNEL
- 64mm INSULATED METAL WALL PANEL W/ 25mm INTERGRATED FURRING
- STRUCTURAL STEEL SUPPORT FRAME

W3 - 57mm PRE-FINISHED COMPOSITE PANEL-ALUMINUM SYSTEM
- AIR BARRIER MEMBRANE
- 13mm PLYWOOD SHEATHING
- 92mm ENGINEERED METAL STUD FRAMING
- VOID FRAMING (REFER TO SECTION DETAILS)
- 64mm INSULATED METAL WALL PANEL
- STRUCTURAL STEEL SUPPORT FRAME

W4 - 90mm MASONRY VENEER
- 25mm AIRSPACE
- AIR BARRIER
- 13mm GYPSUM SHEATHING
- 203mm ENGINEERED METAL STUD FRAMING
- GLASS FIBRE BLANKET INSULATION
- VAPOUR RETARDER MEMBRANE

1 2019-04-08 DP REVISION
2 2019-05-13 SHELL BID
3 2019-10-10 CRA #62 - Facade value engineering
4 2019-11-18 CRA #62 R1 - Facade value engineering

revision
5 2020-02-26 CRA #78 - Shield Vault
6 2020-03-02 CRA #80 - Shield Vault Revisions
7 2020-03-03 Shield Vault Building Permit Revision
8 2020-07-20 CRA #81 - Ozone Stack Relocation
9 2020-08-04 CRA #83 - Interior Value Engineering

Revision
10 2020-08-12 ISSUED FOR INFORMATION
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ENER-PHASE SOLUTIONS
109, 4615 - 112 AVENUE SE
CALGARY, AB T2C 5J3

PRISM ENGINEERING INC.
200 - 4167 97 STREET
EDMONTON, AB T6E 6E9

EDA PLANNING + URBAN DESIGN
5307 47 STREET
EDMONTON, AB T6B 3T4

780 429 2848

PROJECT 
NORTH

SCALE: 1 : 250A2.01
OVERALL MAIN FLOOR PLAN1 TOTAL MAIN FLOOR GROSS AREA

22431 m²

5 2018-08-28 PRICING PACKAGE #3 (75% REVIEW)
6 2018-09-06 PRICING PACKAGE #3 (80% REVIEW)
9 2018-10-17 REVIEW
10 2018-10-26 REVIEW
12 2018-11-02 PRICING PACKAGE #3 (BID)
17 2018-11-26 BUILDING PERMIT
23 2018-12-14 CONSOLIDATION
28 2019-03-13 CRA #13
31 2018-04-08 DP REVISION
32 2019-04-15 CRA #16 - EDIBLES EXPANSION
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A-4.0

OIL FORMULATION
ROOM
P105a

MECHANICAL
ROOM 1

P125

ROOMS TO 
BE AIRTIGHT

1

A-4.0

EXIT 
ONLY

EXIT
CORRIDOR

P115f

EXIT 
ONLY

EXISTING 
RAINWATER 

LEADER

CORR
S118a

EXIT 
ONLY

20

UP

NEW PIVOTING SHIPLADDER 
TO T/O 3172 mm A.F.F. 

EXIT 
ONLY

EXIT 
ONLY

EXIT 
ONLY

NEW TRANSFORMERS ON STEEL RACK.
REFER TO ELECTRICAL DRAWINGS

EXISTING WALL ASSEMBLIES
EXISTING EXTERIOR INSULATED METAL PANEL WALL

64 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

CONSTRUCTION LEGEND
XW1

EXISTING FURRING WALL
16 mm GYPSUM BOARD
64 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF3

EXISTING INTERIOR INSULATED METAL PANEL WALL 
102 mm INSULATED METAL PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP3

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP6

EXISTING FURRING WALL
16 mm GYPSUM BOARD
41 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF2

EXISTING FURRING WALL
16 mm GYPSUM BOARD
22 mm STEEL HAT CHANNEL

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF1

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP8

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP11

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP13

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP15

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP24

EXISTING EXTERIOR INSULATED METAL PANEL WALL
102 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

XW2

NEW WALL ASSEMBLIES
INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING

PT1

INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm  KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION, SECURED TO STRUCTURAL STEEL FRAMING
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING.
IMP WALL AND CEILING ASSEMBLY TO BE AIRTIGHT,
ACOUSTICAL SEALANT TO U/S FLOOR AND CELING TRACK

PT2

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT3

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4

EXISTING INTERIOR PARTITION WALL - 2 HR F.R.R.
190 mm CONCRETE BLOCK

NOTE: WALLS TO EXTEND FROM FLOOR TO 3000 mm A.F.F.

XP18

NOTE: PROVIDE DEEP DEFLECTION TRACK c/w SLIP JOINT TO WALLS EXTENDING 
FLOOR TO FLOOR / FLOOR TO ROOF

NOTE: FIRE STOPPING MATERIAL INSTALLED AT ALL FIRE-SEPARATIONS AND AT 
ALL PENETRATIONS THROUGH FIRE RATED ASSEMBLIES

NEW CEILING ASSEMBLIES
INSULATED METAL PANEL CEILING
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, HORIZONTAL INSTALLATION,
TUFF-T CEILING SUPPORT SYSTEM (AS REQUIRED),
SUPPORTED FROM PERIMETER WALLS,
DEPTH TO BE ENGINEERED BY SANDWICH PANEL SUPPLIER
BASED ON PANEL SPAN
COLOUR AND PROFILE TO MATCH EXISTING

C1

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED ACOUSTIC T-BAR SYSTEM
MINERAL FIBER INLAY PANEL
FINISH TO MATCH EXISTING

C2

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL

WALL LEGEND

EXISTING FURRING WALL
16 mm GYPSUM BOARD
152 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF5

INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm DIAMOND BOARD (TILE FINISH) TO 1260 mm A.F.F. /
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL ABOVE

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT5

INDICATES ACOUSTICALLY INSULATED WALL

INTERIOR PARTITION WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4a

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD
AIRSPACE

NOTE: FURRING WALL TO INFILL WINDOW OPENING. MAINTAIN MINIMUM 2" 
AIRSPACE BETWEEN BATT INUSLATION AND GLAZING. OPAQUE FILM 
APPLIED TO INTERIOR FACE OF GLAZING

PT3a

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED SHEETROCK CLIMAPLUS PANEL 
c/w CGC CE 1-1/2" EXPOSED GASKET HEAVY DUTY GRID SYSTEM, INCLUDING 
TRACK SYSTEM, WALL MOULDING AND HOLD DOWN CLIPS.

C3

SUSPENDED GYPSUM CEILING SYSTEM
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
COLOUR TO MATCH EXISTING

C4

INTERIOR PARTITION WALL INFILL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL INFILL

NOTE: FIBEROCK AQAUTOUGH PANEL INFILL TO REPLACE GYPSUM BOARD 
REMOVED DURING DEMOLITION.
TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT6

INTERIOR FURRING WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
140 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
64 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7a

2 HR FIRE RATED ROLLING 
SHUTTER DOOR

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

INDICATES NEW STEEL STUD WALL

INDICATES NEW IMP WALL

SYMBOL LEGEND

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL

GREGORY McCLUNG ARCHITECT LIMITED

ISSUED PURSUANT TO THE 
ARCHITECTS ACT OF ALBERTA

PERMIT No. 445
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EDMONTON INTERNATIONAL
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DRAWING TITLE
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REVISIONS
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CONSULTANT / SEALS

THE CONTRACT DOCUMENTS ARE PREPARED SOLELY FOR USE BY 
THE PARTY WITH WHOM THE CONSULTANT HAS ENTERED INTO A 
CONTRACT AND THERE ARE NO REPRESENTATIONS OF ANY KIND 
MADE BY THE CONSULTANT TO ANY PARTY WITH WHOM THE 
CONSULTANT HAS NOT ENTERED INTO A CONTRACT.

DEVIATIONS FROM THE CONTRACT DOCUMENTS WITHOUT WRITTEN 
APPROVAL ARE SUBJECT TO CORRECTION AND REMEDIATION AT 
THE CONTRACTOR'S EXPENSE.

THIS DRAWING IS THE COPYRIGHTED PROPERTY OF THE ARCHITECT 
AND SHALL NOT BE USED, REPRODUCED, MODIFIED OR 
TRANSMITTED WITHOUT WRITTEN PERMISSION.

THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, DATA 
AND LEVELS AND REPORT INCONSISTENCIES OR OMISSIONS TO THE 
ARCHITECT PRIOR TO THE COMMENCEMENT OF WORK. DO NOT 
SCALE THIS DRAWING.
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FLOOR PLAN - NEW
CONSTRUCTION

A-3.0

1 : 200A-3.0
1 ENLARGED MAIN FLOOR PLAN - NEW

1 : 400A-3.0
2 ENLARGED MAIN FLOOR KEY PLAN - NEW WALLS
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ONLY

NEW TRANSFORMERS ON STEEL RACK.
REFER TO ELECTRICAL DRAWINGS

EXISTING WALL ASSEMBLIES
EXISTING EXTERIOR INSULATED METAL PANEL WALL

64 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

CONSTRUCTION LEGEND
XW1

EXISTING FURRING WALL
16 mm GYPSUM BOARD
64 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF3

EXISTING INTERIOR INSULATED METAL PANEL WALL 
102 mm INSULATED METAL PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP3

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP6

EXISTING FURRING WALL
16 mm GYPSUM BOARD
41 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF2

EXISTING FURRING WALL
16 mm GYPSUM BOARD
22 mm STEEL HAT CHANNEL

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF1

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
92 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP8

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XP11

EXISTING INTERIOR PARTITION WALL
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP13

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP15

EXISTING INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
203 mm ENGINEERED METAL STUD FRAMING
BATT INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK

XP24

EXISTING EXTERIOR INSULATED METAL PANEL WALL
102 mm INSULATED METAL PANEL
STRUCTURAL STEEL SUPPORT FRAME

XW2

NEW WALL ASSEMBLIES
INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING

PT1

INTERIOR INSULATED METAL PANEL WALL
CAN ULC S101, S102, S127, S138
102 mm  KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, VERTICAL INSTALLATION, SECURED TO STRUCTURAL STEEL FRAMING
COLOUR AND PROFILE FINISH TO MATCH EXISTING

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF IMP CEILING.
IMP WALL AND CEILING ASSEMBLY TO BE AIRTIGHT,
ACOUSTICAL SEALANT TO U/S FLOOR AND CELING TRACK

PT2

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT3

INTERIOR PARTITION WALL - ACOUSTICALLY INSULATED
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4

EXISTING INTERIOR PARTITION WALL - 2 HR F.R.R.
190 mm CONCRETE BLOCK

NOTE: WALLS TO EXTEND FROM FLOOR TO 3000 mm A.F.F.

XP18

NOTE: PROVIDE DEEP DEFLECTION TRACK c/w SLIP JOINT TO WALLS EXTENDING 
FLOOR TO FLOOR / FLOOR TO ROOF

NOTE: FIRE STOPPING MATERIAL INSTALLED AT ALL FIRE-SEPARATIONS AND AT 
ALL PENETRATIONS THROUGH FIRE RATED ASSEMBLIES

NEW CEILING ASSEMBLIES
INSULATED METAL PANEL CEILING
CAN ULC S101, S102, S127, S138
102 mm KINGSPAN INSULATED METAL SANDWICH PANEL (OR EQUAL)
42" WIDE, HORIZONTAL INSTALLATION,
TUFF-T CEILING SUPPORT SYSTEM (AS REQUIRED),
SUPPORTED FROM PERIMETER WALLS,
DEPTH TO BE ENGINEERED BY SANDWICH PANEL SUPPLIER
BASED ON PANEL SPAN
COLOUR AND PROFILE TO MATCH EXISTING

C1

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED ACOUSTIC T-BAR SYSTEM
MINERAL FIBER INLAY PANEL
FINISH TO MATCH EXISTING

C2

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL

WALL LEGEND

EXISTING FURRING WALL
16 mm GYPSUM BOARD
152 mm METAL STUD FRAMING

NOTE: FURRING WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING

XF5

INTERIOR PARTITION WALL - 53 S.T.C. RATING
16 mm GYPSUM BOARD
16 mm GYPSUM BOARD
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm DIAMOND BOARD (TILE FINISH) TO 1260 mm A.F.F. /
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL ABOVE

NOTE: WALLS TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT5

INDICATES ACOUSTICALLY INSULATED WALL

INTERIOR PARTITION WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
152 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT4a

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
92 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY
16 mm GYPSUM BOARD
AIRSPACE

NOTE: FURRING WALL TO INFILL WINDOW OPENING. MAINTAIN MINIMUM 2" 
AIRSPACE BETWEEN BATT INUSLATION AND GLAZING. OPAQUE FILM 
APPLIED TO INTERIOR FACE OF GLAZING

PT3a

SUSPENDED ACOUSTIC CEILING SYSTEM
610 mm X 610 mm SUSPENDED SHEETROCK CLIMAPLUS PANEL 
c/w CGC CE 1-1/2" EXPOSED GASKET HEAVY DUTY GRID SYSTEM, INCLUDING 
TRACK SYSTEM, WALL MOULDING AND HOLD DOWN CLIPS.

C3

SUSPENDED GYPSUM CEILING SYSTEM
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
COLOUR TO MATCH EXISTING

C4

INTERIOR PARTITION WALL INFILL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL INFILL

NOTE: FIBEROCK AQAUTOUGH PANEL INFILL TO REPLACE GYPSUM BOARD 
REMOVED DURING DEMOLITION.
TO EXTEND FROM FLOOR TO 305 mm ABOVE CEILING.
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT6

INTERIOR FURRING WALL - 1 HR F.R.R.
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
140 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7

INTERIOR FURRING WALL
16 mm FIBEROCK AQUA-TOUGH AR INTERIOR PANEL
64 mm ENGINEERED METAL STUD FRAMING @ 400 mm O.C.,
c/w VERTICAL DEFLECTION TRACK AND SLIP JOINT (ALLOW 1" DEFLECTION)
MINERAL FIBER INSULATION TO FILL CAVITY

NOTE: WALLS TO EXTEND FROM FLOOR TO u/s OF ROOF DECK
CONTINUOUS BEAD OF TREMCO SEALANT BETWEEN FLOOR AND 
BOTTOM OF GYPSUM BOARD

PT7a

2 HR FIRE RATED ROLLING 
SHUTTER DOOR

N.I.C.

N.I.C.

N.I.C.

N.I.C.

N.I.C.

INDICATES NEW STEEL STUD WALL

INDICATES NEW IMP WALL

SYMBOL LEGEND

INDICATES 1 HOUR FIRE RATED WALL

INDICATES 2 HOUR FIRE RATED WALL

GREGORY McCLUNG ARCHITECT LIMITED

ISSUED PURSUANT TO THE 
ARCHITECTS ACT OF ALBERTA

PERMIT No. 445

AURORA POLARIS

4818 31 ST. E
EDMONTON INTERNATIONAL

ISSUES
# M/D/Y DESCRIPTION

DRAWING NO.

DRAWING TITLE

THIS ISSUE

REVISIONS
# M/D/Y DESCRIPTION

CONSULTANT / SEALS

THE CONTRACT DOCUMENTS ARE PREPARED SOLELY FOR USE BY 
THE PARTY WITH WHOM THE CONSULTANT HAS ENTERED INTO A 
CONTRACT AND THERE ARE NO REPRESENTATIONS OF ANY KIND 
MADE BY THE CONSULTANT TO ANY PARTY WITH WHOM THE 
CONSULTANT HAS NOT ENTERED INTO A CONTRACT.

DEVIATIONS FROM THE CONTRACT DOCUMENTS WITHOUT WRITTEN 
APPROVAL ARE SUBJECT TO CORRECTION AND REMEDIATION AT 
THE CONTRACTOR'S EXPENSE.

THIS DRAWING IS THE COPYRIGHTED PROPERTY OF THE ARCHITECT 
AND SHALL NOT BE USED, REPRODUCED, MODIFIED OR 
TRANSMITTED WITHOUT WRITTEN PERMISSION.

THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, DATA 
AND LEVELS AND REPORT INCONSISTENCIES OR OMISSIONS TO THE 
ARCHITECT PRIOR TO THE COMMENCEMENT OF WORK. DO NOT 
SCALE THIS DRAWING.

www.gmcarchitect.ca
#420 10357.109 street
edmonton ab  T5J 1N3

780.424.2822

cclluunnggmcggrreeggoorryy
architect  ltd.

1          09/30/2019        ISSUED FOR CONSTRUCTION

AIRPORT, ALBERTA

INTERIOR RENOVATION

ISSUED FOR CONSTRUCTION

SEPTEMBER 28, 2020

ENLARGED MAIN
FLOOR PLAN - NEW
CONSTRUCTION

A-3.0

1 : 200A-3.0
1 ENLARGED MAIN FLOOR PLAN - NEW

1 : 400A-3.0
2 ENLARGED MAIN FLOOR KEY PLAN - NEW WALLS
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Temperature Controlled Processing Bays Loading Doors

Second Floor Lunchroom

Lab Space

Second Floor Office BullpenSecond Floor Lunchroom

Forklift Charging Station

Processing Area



HOME LOCATION PROPERTY INDUSTRIAL OFFICE SPECIALIZED CONTACT

About The Landlord
The Landlord 

Real Capital Solutions is a highly entrepreneurial real estate company that invests smart 
capital and provides practical solutions for real estate opportunities. For over 30 years, RCS 
has achieved great success investing in entrepreneurial real estate ventures. During that 
time, the company has purchased and managed more than 365 real estate investments 
totaling approximately $3.5 billion. The company’s commercial portfolio alone is valued at 
more than $950 million and is comprised of nearly 14 million square feet of office, retail, 
and industrial properties. Real Capital Solutions’ investment performance is a result of 
a solutions-oriented approach to property acquisition, development, management and 
divestiture. RCS will continue to produce exceptional returns for its investors by working 
with operating partners that share the same entrepreneurial drive and operational 
precision to achieve extraordinary performance. 

Learn more at: www.RealCapitalSolutions.com.

Additionally, under the direction of founder and principal, Marcel Arsenault, RCS 
uniquely leverages the value created from its real estate portfolio to cultivate a legacy of 
philanthropy by funding important work through family foundations. One Earth Future 
Foundation is broadly focused on various peace initiatives around the world.

Warehouse 2

Warehouse 1 Main Floor Office

http://www.RealCapitalSolutions.com


Evelyn Stolk, CCIM 
Senior Vice President
C: +1 780 690 3224
O: +1 780 969 3002
evelyn.stolk@colliers.com

Taylor Riar 
Vice President
C: +1 780 940 2877
O: +1 780 969 3022
taylor.riar@colliers.com

Contact Us For More Information:

Industrial Availabilities:

Office Availabilities:

Rod Connop
Executive Vice President
C: +1 780 940 9159
O: +1 780 969 2994
rod.connop@colliers.com 

Brenton Chung
Senior Associate
C: +1 780 904 8731
O: +1 780 969 2981
brenton.chung@colliers.com 

Chance Thomas
Associate Vice President
C: +1 780 246 5354
O: +1 780 969 3035
chance.thomas@colliers.com

This document has been prepared by Colliers for advertising and general information 
only. Colliers makes no guarantees, representations or warranties of any kind, expressed 
or implied, regarding the information including, but not limited to, warranties of content, 
accuracy and reliability. Any interested party should undertake their own inquiries as to the 
accuracy of the information. Colliers excludes unequivocally all inferred or implied terms, 
conditions and warranties arising out of this document and excludes all liability for loss and 
damages arising there from. This publication is the copyrighted property of Colliers and /
or its licensor(s). © 2025. All rights reserved. This communication is not intended to cause 
or induce breach of an existing listing agreement. Colliers Macaulay Nicolls Inc. 03.25.25

Warehouse 2

Warehouse 1

Second Floor Office

Colliers Macaulay Nicolls Inc.
1700 Bell Tower, 10104 103 Avenue
Edmonton, AB T5J 0H8
collierscanada.com | +1 780 420 1585

https://www.collierscanada.com/en-ca/properties

	Button 9: 
	Page 2: 
	Page 3: 
	Page 4: 
	Page 5: 
	Page 6: 
	Page 7: 
	Page 8: 

	Button 8: 
	Page 2: 
	Page 3: 
	Page 4: 
	Page 5: 
	Page 6: 
	Page 7: 
	Page 8: 

	View Matterport 2: 
	View Matterport: 
	View Matterport Warehouse 4: 
	Button 13: 
	Button 14: 
	Button 15: 


